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This invention relates generally to furniture 
and more particularly to a portable bed guard 
assembly securable fo a side rail of a bedstead. 
A primary object of this invention is fo pro- 
vide a means for preventing small chfldren from 
rolling or climbing from a bed wherein they have 
been placed, and also fo prevent invalided and in- 
capitated persons of older years from falling out 
of bed. 
A secondary object is to provide a bed guard 
assembly, the units of which are each collapsible, 
by folding, into comparatively small space so that 
the same may be more easily shipped, stored, and 
carried in automobiles. 
Another object is fo provide a bed guard assem- 
bly which will allow the easy entry of persons 
into the bed and which allows full access fo the 
bedclothing when the guard rails are swung out- 
wardly and downwardly into inoperative posi- 
tions. 
Yet another object of this invention is fo pro- 
vide improved means for accomplishing the rigid 
support of the guard fa.ils when employed as 
such, while allowing easy unfastening of the 
guard rails and pivotal movement thereof into 
an inoperative position at the side of the bed, 
the fastening means per se being ordinarfly hid- 
den by the bedclothing so as to decrease the like- 
lihood of unwanted tampering with the fasten- 
ing means. 
Another object of this invention is to provide 
special bracket mounting means for the bed 
guard rafls, the means for securing these brack- 
ets to the side rail of the bedstead being hidden 
from view when the device is being used, thus 
decreasing the likelihood of tampering or ac- 
cidental loosening of the brackets. 
And a last object fo be mentioned specifically 
is to provide a bed guard assembly which is rela- 
tively inexpensive and practicable fo manufac- 
ture, which is simple, sale and convenient to use, 
and which gives generally efficient and durable 
service. 
With these and other objects in view, this in- 
vention resides in certain novel features of con- 
struction, combination and arrangement of ele- 
ments and portions as will be hereinafter de- 
scribed in detail in the specification, particularly 
poînted out in the appended claires, and illus- 
trated in the accompanying drawings which form 
a material part of the specification, and in which: 
Figure 1 is a perspective view of a bed with this 
invention operatively applied thereon; 
Figure 2 is a vertical, fragmentary sectional 
view taken substantially upon the line 2--2 in 
Figure 1; and 
Figure 3 is a fragmentary vertical sectional 
view, on an eniarged scale, taken substantially 
on the line 3--3 of Figure 2. 
Similar characters of reference designate simi- 
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lar or identi8al elements and portions through- 
out the specification and throughout the differ- 
ent views in the drawings. 
leferring now fo the drawings in detafl, the 
5 environment in which tlis invention is adapted 
to be used will ordinarily include a bed generally 
indicated at I}, the essential cooperating element 
in this bed being the pair of side rails of the bed- 
stead, one of which is indicated ai 12. It should 
1 be here stated that the particular shape of the 
side rafls 12 of the bedstead wfll determine the 
particular shape and dimension of certain por- 
tions of this invention, the embodiment dis- 
closed representing a construction in which the 
15 side rail of the bedstead is of simple character 
and rectangular in cross-section. If is believed 
that modifications of this invention to adapt the 
same fo other bedstead rails will corne within 
the province of ordinary mechanical skfll. 
20 The bedguard assembly includes a unit struc- 
ture which may be duplicated, one for each side 
of a bed, or used singly as on one side of a bed. 
Therefore, this description will be limited fo the 
description of a single unit such as either one of 
5 those units shown in Figure 1. The terre "assem- 
bly" will be used to describe the complete unit 
as represented on either one side of the bed in 
Figure 1. The assembly includes a bracket gen- 
erally indicated ai 14, provided in duplicate, ad- 
30 jacent each end of the assembly, and a bed guard 
rail, generally indicated af 16, is supported, in 
part, by the brackets 14. 
Each bed guard rail 16 is comprised of an up- 
per elongated member in two sections I] and 
35 hinged ai 19 and a lower elongated member in 
two sections 20 and 21 hinged at 22, with ver- 
tical slats or panels 2. secured fo and between 
the sections I] and 20 and fo and between the 
sections 16 and 21. The brackets 14 are each 
40 comprised of a generally inverted U-shaped strap 
of inflexible material 24, the lower portion of 
which fits over the bedstead rail 12 and the upper 
or bight portion of which receives outer end por- 
tions of the sections 2 and 26 of a baseboard 
4 the sections being hinged as at 2'. The sections 
26 and 21 of said lower member are hinged fo 
the sections 2 and 26 of said baseboard 2] by 
hinges 26. Transverse bolts 0 will be used to 
secure the outer end portions of the base board 
0 sections rigidly within the bight portion of the 
brackets 14. It should be here carefully noted 
that the hinges 26 connect the guard rail 16 
direcly with the brackets 14. 
Fastening means is provided for securing the 
5 bed guard rail 16 in upright position upon the 
top of the baseboard 2], this means comprising 
a plurality of swinging latch bars 2, each piv- 
oted on the sections 26 and 21 of the lower elon- 
gated member of the bed guard rail and having 
0 a hook end 4 adapted fo engage headed mem- 
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bers 3G on the inside of the baseboard 2. The 
latch bars 32 are, of course, disengageable from 
the headed members 3G to allow the bed guard 
rail to swing outwardly and downwardly beside 
the rail 12 of the lJedstead. Simflar latch bars 
37 and 38 are simflarly mounted on and between 
corresponding sections of the bed guard rail 
and the sections of the baseboard 27, respec- 
tively. 
The means for securing the brackets on the 
bedstead raff 2 comprises a screw clamp 
operatively mounted on the inside portion of each 
bracket 4, which inside portion will be prefer- 
ably offset inwardly as indicated at 4 in Figure 
3, and each screw clamp 40 will have a rail en- 
gaging member 44 carried thereby to lessen in- 
jury to the inside surface of the bedstead rail. 
Finally, the lower edge of the baseboard 27 and 
the lower inside surface of the outer flange por- 
tion of the bracket 4 wfll be lined with deform- 
able material 46 such as felt to further ]essen 
injury to the bedstead rail. It wfll be noted that 
the bedclothing 4G wfll ordinarfly cover the latch 
bars 3, whfle the screw clamps 4{ will be lo- 
cated in such a position as to discourae tamper- 
ing therewitl] by older children, whfle also lessen- 
ing the lilelihood of inadvertent loosening of the 
screw clamps. 
The operati0n of this invention wfll be clearly 
undërsto0d from a consideration of the foregoing 
description of the mechanical details thereof, 
talen in connection with the above referred to 
objects and the drawing. It will be clear that 
the objëcts recited above are amp]y achieved by 
this invention and further description would 
pear unnecessary. 
Having described the invention, what is 
climed as new is: 
1. A portalle bed guard assembly comprising 
brackets rem0vably securable to a side rail of a 
bedstead, a baseboard securC to and extending 
between said brackets,, and a guard raff hinged 
to said baseboard 
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2. A portable bed guard assembly comprising 
brackets removably securable to a side rail of a 
bedstead, a baseboard secured to and extending 
between said brackets, and a guard rail hinged 
5 to said baseboard, said guard rail being hinged 
for outward and downward swinging from an 
operative vertical position, and latch means for 
fastening the guard rai] to the baseboard to hold 
the guard rail in said vertical position. 
10 3. An assembly according to claire 2 and where- 
in said latch means comprises swinging latch 
bars having hook ends, and headed members on 
said baseboard to engage said hook ends, the 
latch bolts and members being on the inside of 
15 the assembly and located so as to be covered by 
bedclothing when the device is in use. 
4. A portable bed guard assembly comprising 
brackets removably securable to a side raff of a 
bedstead, a baseboard secured to and extending 
20 between said brackets, and a guard rail hinged to 
said baseboard, said brackets each comprising an 
inverted U-shaped inflexible strap, said base- 
board being secured within the bight portions of 
the brackets and extending between the brack- 
25 ets, and a screw clamp on each bracket to fasten 
said brackets on the side rail of a bed. 
5. An assembly according to claire 4 and where- 
in said baseboard and said guard rail are each 
comprised of sections hinged together so that the 
30 sections of the baseboard and the sections of the 
guard raff are respectively foldable on each other 
about an axis transverse their longitudinal axis 
when the assemb]y is detached from a bed. 
ORA B. GRUBER. 
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